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07/2024

L = Length
P = Depth
H = Height
Pr = Price code

23.4

H I D E  P R O
TECHNICAL DETAILS - MODULES

Detail drawing of the modules.
The compositions inside HIDE PRO modules must be fitted with the specific 28 mm thick interior end panels (*), with the exception of 2700 mm modules that have specific 
limitations (see following pages).
** Minimum size to ensure an optimal use and opening of the doors.
X = 115 mm. Min. size, NOT ADJUSTABLE.
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07/2024

L = Length
P = Depth
H = Height
Pr = Price code

23.5

H I D E  P R O
TECHNICAL DETAILS - MODULES

Detail drawing of the modules.
The compositions inside HIDE PRO modules must be fitted with the specific 28 mm thick interior end panels (*), with the exception of 2700 mm modules that have specific 
limitations (see following pages).
** Minimum size to ensure an optimal use and opening of the doors.
X = 115 mm. Min. size, NOT ADJUSTABLE.
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0.48 07/2024

G e n e r a l  t e c h n i c a l  i n f o r m a t i o n
DOORS / FRONTS

1) The thicknesses indicated in the following technical sections are nominal and may slightly differ from the true measurement: this fact is due to the inevitable tolerances of the materi-
als and technical construction of the door / front panels.

PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE - ON-OFF ST

R= 2 mm

23
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3
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6

type AH
Aprile > type SH

ECOLAK - Matt “Soft Touch” lacquer

1. MDF medium density fibres board, with low formaldehyde emission (class E1, CARB P2 / 
TSCA Title VI certified).

2. First coat of isolating paint Primer.
3. Double layers of polyester plastering.
4. Base coat of polyester.
5. Coat of isolating paint Primer for corners and edges.
6. Water-based matt bi-components paint, double layers: the two coats are cross-applied.

 Colours: ECOLAK range

Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE - ON-OFF ST

LASERMAT - Nanotechnological matt “Soft Touch” surface

1. Wood particle board panel, suitable for damp spaces indoors, with low formaldehyde 
emission (class E1, CARB P2 / TSCA Title VI certified).

2. Covered with nanotechnological decorative paper (FENIX NTM®).
3. Polypropylene edge applied with laser technique (edge seam hard to be perceived).

 For technical reasons, all panels with width shorter than 60 mm will be provided with 1 
ABS edge banding (3 edges in polypropylene).

 Colours: LASERMAT range

3

23

22
1

type AH
Aprile > type SH

Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE - ON-OFF ST

type AH
Aprile > type SH

SILCOLAK - Matt lacquer, fine textured

1. MDF medium density fibres board, with low formaldehyde emission (class E1, CARB P2 / 
TSCA Title VI certified).

2. First coat of isolating paint Primer.
3. Double layers of polyester plastering.
4. Base coat of polyester.
5. Coat of isolating paint Primer for corners and edges.
6. Double layer of water-based textured bi-component paint: the two coats are cross-applied.

 Colours: SILCOLAK range

Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE - ON-OFF ST

R= 2 mm
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type AH
Aprile > type SH

EASYLAK+ - Matt lacquered

1. MDF medium density fibres board, with low formaldehyde emission (class E1, CARB P2 / 
TSCA Title VI certified).

2. Base coat of polyester.
3. Solvent-based polyurethane paint, one layer: the coat is cross-applied.

 Colours: Cortina white - Leeds grey

Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE - ON-OFF ST
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23

R= 2 mm



0.4907/2024

G e n e r a l  t e c h n i c a l  i n f o r m a t i o n
DOORS / FRONTS

1) The thicknesses indicated in the following technical sections are nominal and may slightly differ from the true measurement: this fact is due to the inevitable tolerances of the materi-
als and technical construction of the door / front panels.

PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE - ON-OFF ST

POLYESTER - Polyester high- gloss lacquer

1. MDF medium density fibres board, with low formaldehyde emission (class E1, CARB P2 / 
TSCA Title VI certified).

2. Three polyester resin layers (each 320 gr/m2) sanded, smoothed and polished.

 Colours: POLYESTER range

type AH
Aprile > type SH

23

R= 2 mm

12

Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE

type AH
Aprile > type SH

METALS - Metal-effect lacquer

1. MDF medium density fibres board, with low formaldehyde emission (class E1, CARB P2 / 
TSCA Title VI certified).

2. Mixture of solvent-based paints with metal particles. Applied with 4/5 distinct mechanical, 
manual and brushing processes. Edge made without brushing.

 Colours: METALS range

 HANDLE: compatible with exterior handles ONLY.

1
2

23

R= 2 mm

Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE

type AH
Aprile > type SH

EASY METALS - Metal-effect lacquer

1. MDF medium density fibres board, with low formaldehyde emission (class E1, CARB P2 / 
TSCA Title VI certified).

2. Mixture of solvent-based paints with metal particles. 4/5 coats application.

 Colours: EASY METALS range

 HANDLE: compatible with exterior handles ONLY.

1
2

23

R= 2 mm

Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE

3

23

22

1

R= 1R= 1
WOOD / WOOD SELECTION / WOOD EXCLUSIVE - Veneer wood

1. Wood particle board panel, suitable for damp spaces indoors, with low formaldehyde 
emission (class E1, CARB P2 / TSCA Title VI certified) or in MDF medium density fibres 
board, with low formaldehyde emission (class E1, CARB P2 / TSCA Title VI certified).

2. 0.6 mm thick wood veneer, painted in 2 steps with solvent-based or water-based transpar-
ent matt paints (base coat + top finish layer). Vertical grain.

3. 1 mm thick wood edge.

 Wood species: WOOD range
   WOOD SELECTION range
   WOOD EXCLUSIVE range

type AH
Aprile > type SH

Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE - ON-OFF ST



0.50 07/2024

G e n e r a l  t e c h n i c a l  i n f o r m a t i o n
DOORS / FRONTS

1) The thicknesses indicated in the following technical sections are nominal and may slightly differ from the true measurement: this fact is due to the inevitable tolerances of the materi-
als and technical construction of the door / front panels.

PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE - ON-OFF ST

STAINLESS STEEL - Box section stainless steel

1. Filling panel made of light inert material.
2. 0.8 mm thick box section pre-satin stainless steel (vertical satin direction). Thickness al-

lowance: +0 / -1 mm.

 Colours: pre-satin stainless steel (vertical satin direction).

type AH
Aprile > type SH

23

1

2
2

Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - ON-OFF ST

type AH
Aprile > type SH

CORIAN®

1. Inner and outer face, edges made of 4 mm thick white Corian® panel.
2. MDF medium density fibres panel with honeycomb structure, with low formaldehyde emis-

sion (class E1, CARB P2 / TSCA Title VI certified), frame in solid pinewood and honeycomb.

 Colours: White.

23

1

1

2

Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO

3D WOOD - Veneer wood, slats effect

1. Wood particle board panel, suitable for damp spaces indoors, with low formaldehyde emis-
sion (class E1, CARB P2 / TSCA Title VI certified) or in MDF medium density fibres board

2. 0.6 mm thick wood veneer, brushed, painted in 2 steps with acrylic- or water-based trans-
parent matt paints (base coat + top finish layer). Vertical grain.

3. 1 mm thick wood edge.

 PLEASE NOTE
 Boffi 3D door has been designed to create a specific three dimensions effect: therefore 

thicknesses and widths of solid wood vary on purpose in a specific untidy way. Upper 
doors (wall units) and lower doors (base units) may present slat misalignments.

 Possible small cracks on upper and lower edge may not be used as a cause for a complaint, 
because they are an integral part of the product itself and are due to the use of end-grain 
(cut perpendicularly) wood which gives a natural aspect to the door.

 These characteristics shall in no way constitute grounds for complaint. 

 Wood species: 3D WOOD range

 HANDLE: compatible ONLY with 3D and X3D handles, with an extra charge 
(cod. JZMK01).

type BM
Aprile > type SM

20

23

2

2
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1

Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO

type AH

CLAY - Raw clay mixed with resin.

1. MDF medium density fibres board, with low formaldehyde emission (class E1, CARB P2 / 
TSCA Title VI certified).

2. Hand-spatulated clay layer.

 Colours: Hydra / Columbia / Pegaso / Lyra / Andromeda / Sirio / Ara

 HANDLE: compatible with exterior handles ONLY.

23

R= 2 mm

12

Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE

0.54 07/2024

G e n e r a l  t e c h n i c a l  i n f o r m a t i o n
DOORS / FRONTS

1) The thicknesses indicated in the following technical sections are nominal and may slightly differ from the true measurement: this fact is due to the inevitable tolerances of the materi-
als and technical construction of the door / front panels.

PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE

DE CASTELLI A / B / C_AMX - Metal

1. Core made of polystyrene (multi-layer wood or compounded aluminium only on doors for 
electrical appliances and other specific cases).

2. AMX frame in black anodised aluminium profile.
3. Matt black painted aluminium rear cover.
4. Treated metal sheet.

 Colours: DeLabré B E5 stainless steel / striped DeLabré 7022 F12 stainless steel / Orbital 
DeLabré G2 stainless steel / DeOdd K4 stainless steel / DeLabré F2 brass / Striped DeLabré 
G7 brass / DeLabré G5 copper / Orbital DeLabré G4 copper / Satin brass F1 / DeOdd 
hammered K3 stainless steel / DeErosion Freehand 2.0 K6 brass / DeErosion Freehand 
2.0 K5 copper / DeErosion points K1 copper / DeErosion points K2 brass

 Framework: Black
type TE

Aprile > type SE

1,2
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12

Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE

GLASS_AMX

 Additional finish

1. Core made of polystyrene (multi-layer wood or compounded aluminium only on doors for 
electrical appliances and other specific cases).

2. AMX frame in black anodised aluminium profile.
3. Matt black painted aluminium rear cover.
4. Tempered glass, bevelled on inner and outer edges.

 Colours: Extra-light frosted painted White / Dove grey / Coffee / Extra-light painted white

 Framework: Black
type TE

Aprile > type SE
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Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE

ALUMINIUM PLUS_AMX

1. Core made of polystyrene (multi-layer wood or compounded aluminium only on doors for 
electrical appliances and other specific cases).

2. AMX frame in black anodised aluminium profile.
3. Matt black painted aluminium rear cover.
4. Anodised aluminium sheet

 Colours: Dry black / Dark tobacco

 Framework: Black.

type TE
Aprile > type SE
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Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE

TRACEWOOD_AMX

1. Core made of polystyrene (multi-layer wood or compounded aluminium only on doors for 
electrical appliances and other specific cases).

2. AMX frame in black anodised aluminium profile.
3. Matt black painted aluminium rear cover.
4. Eco-friendly panel in CDF high density wood fibre (class E1, CARB P2 / TSCA Title VI 

certified).
5. 0.6 mm thick veneered sliced textured wood, painted in 2 steps with solvent-based or 

water-based transparent matt paints (base coat + top finish layer).

 Colours: Cross Ecowood Xilo 2.0 planked sand (18.22) / Cross Ecowood Xilo 2.0 striped 
black (18.04)

 Framework: Black.
type TE

Aprile > type SE
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12

Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE

0.5507/2024

G e n e r a l  t e c h n i c a l  i n f o r m a t i o n
DOORS / FRONTS

1) The thicknesses indicated in the following technical sections are nominal and may slightly differ from the true measurement: this fact is due to the inevitable tolerances of the materi-
als and technical construction of the door / front panels.

PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE

Feasible for: PROGRAMMA STANDARD base units - APRILE base units - APR60 base units - XILA base units - XO base units

STONE B / D / E / F / G_AMX - STONE / MARBLE / GRANITE

1. Core made of polystyrene (multi-layer wood or compounded aluminium only on doors for 
electrical appliances and other specific cases).

2. AMX frame in black anodised aluminium profile.
3. Matt black painted aluminium rear cover.
4. Stone / marble / granite slab, matt finish, oil-repellent and waterproof treated, not resistant 

to weak acids (fruit, tomatoes, citrus etc.) that can alter and corrode the surface.

 Typologies: White Carrara marble / Italia grey marble / Absolute black Zimbabwe granite / 
Black Cosmic granite / Emperador Dark marble / Grey Stone marble / grey Carnico marble 
/ Rosso Lepanto marble / Verde Alpi marble / Apple blossom white Lasa marble / White 
Carrara marble - Shades / Absolute black Zimbabwe granite - Shades / White Carrara 
marble “sawn effect” / Absolute black Zimbabwe granite “sawn effect”

 Framework: Black
type TE

Aprile > type SE

7
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Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE

COMPOSITE_AMX

1. Core made of polystyrene (multi-layer wood or compounded aluminium only on doors for 
electrical appliances and other specific cases).

2. AMX frame in black anodised aluminium profile.
3. Matt black painted aluminium rear cover.
4. Dekton® / MDI composite slab (4 mm thick) in matt finish.

Typologies: 
Dekton®: Sirius black / Domoos / Zenith white / Albarium / Argentium / Micron
MDI: White / Camel / Grey / Black / York / Bihara / Devon / Surrey / Newlyn / Kanran / Camel 
cross / Camel points / Black cross / Black points

Framework: Black
type TE

Aprile > type SE

4

20

1
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12



0.54 07/2024

G e n e r a l  t e c h n i c a l  i n f o r m a t i o n
DOORS / FRONTS

1) The thicknesses indicated in the following technical sections are nominal and may slightly differ from the true measurement: this fact is due to the inevitable tolerances of the materi-
als and technical construction of the door / front panels.

PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE

DE CASTELLI A / B / C_AMX - Metal

1. Core made of polystyrene (multi-layer wood or compounded aluminium only on doors for 
electrical appliances and other specific cases).

2. AMX frame in black anodised aluminium profile.
3. Matt black painted aluminium rear cover.
4. Treated metal sheet.

 Colours: DeLabré B E5 stainless steel / striped DeLabré 7022 F12 stainless steel / Orbital 
DeLabré G2 stainless steel / DeOdd K4 stainless steel / DeLabré F2 brass / Striped DeLabré 
G7 brass / DeLabré G5 copper / Orbital DeLabré G4 copper / Satin brass F1 / DeOdd 
hammered K3 stainless steel / DeErosion Freehand 2.0 K6 brass / DeErosion Freehand 
2.0 K5 copper / DeErosion points K1 copper / DeErosion points K2 brass

 Framework: Black
type TE

Aprile > type SE

1,2

18

1
3

4

2
12

Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE

GLASS_AMX

 Additional finish

1. Core made of polystyrene (multi-layer wood or compounded aluminium only on doors for 
electrical appliances and other specific cases).

2. AMX frame in black anodised aluminium profile.
3. Matt black painted aluminium rear cover.
4. Tempered glass, bevelled on inner and outer edges.

 Colours: Extra-light frosted painted White / Dove grey / Coffee / Extra-light painted white

 Framework: Black
type TE

Aprile > type SE

20
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4

Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE

ALUMINIUM PLUS_AMX

1. Core made of polystyrene (multi-layer wood or compounded aluminium only on doors for 
electrical appliances and other specific cases).

2. AMX frame in black anodised aluminium profile.
3. Matt black painted aluminium rear cover.
4. Anodised aluminium sheet

 Colours: Dry black / Dark tobacco

 Framework: Black.

type TE
Aprile > type SE

3

19

1
3

4

2
12

Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE

TRACEWOOD_AMX

1. Core made of polystyrene (multi-layer wood or compounded aluminium only on doors for 
electrical appliances and other specific cases).

2. AMX frame in black anodised aluminium profile.
3. Matt black painted aluminium rear cover.
4. Eco-friendly panel in CDF high density wood fibre (class E1, CARB P2 / TSCA Title VI 

certified).
5. 0.6 mm thick veneered sliced textured wood, painted in 2 steps with solvent-based or 

water-based transparent matt paints (base coat + top finish layer).

 Colours: Cross Ecowood Xilo 2.0 planked sand (18.22) / Cross Ecowood Xilo 2.0 striped 
black (18.04)

 Framework: Black.
type TE

Aprile > type SE
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Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE

0.50 07/2024

G e n e r a l  t e c h n i c a l  i n f o r m a t i o n
DOORS / FRONTS

1) The thicknesses indicated in the following technical sections are nominal and may slightly differ from the true measurement: this fact is due to the inevitable tolerances of the materi-
als and technical construction of the door / front panels.

PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE - ON-OFF ST

STAINLESS STEEL - Box section stainless steel

1. Filling panel made of light inert material.
2. 0.8 mm thick box section pre-satin stainless steel (vertical satin direction). Thickness al-

lowance: +0 / -1 mm.

 Colours: pre-satin stainless steel (vertical satin direction).

type AH
Aprile > type SH

23

1

2
2

Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - ON-OFF ST

type AH
Aprile > type SH

CORIAN®

1. Inner and outer face, edges made of 4 mm thick white Corian® panel.
2. MDF medium density fibres panel with honeycomb structure, with low formaldehyde emis-

sion (class E1, CARB P2 / TSCA Title VI certified), frame in solid pinewood and honeycomb.

 Colours: White.

23

1

1

2

Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO

3D WOOD - Veneer wood, slats effect

1. Wood particle board panel, suitable for damp spaces indoors, with low formaldehyde emis-
sion (class E1, CARB P2 / TSCA Title VI certified) or in MDF medium density fibres board

2. 0.6 mm thick wood veneer, brushed, painted in 2 steps with acrylic- or water-based trans-
parent matt paints (base coat + top finish layer). Vertical grain.

3. 1 mm thick wood edge.

 PLEASE NOTE
 Boffi 3D door has been designed to create a specific three dimensions effect: therefore 

thicknesses and widths of solid wood vary on purpose in a specific untidy way. Upper 
doors (wall units) and lower doors (base units) may present slat misalignments.

 Possible small cracks on upper and lower edge may not be used as a cause for a complaint, 
because they are an integral part of the product itself and are due to the use of end-grain 
(cut perpendicularly) wood which gives a natural aspect to the door.

 These characteristics shall in no way constitute grounds for complaint. 

 Wood species: 3D WOOD range

 HANDLE: compatible ONLY with 3D and X3D handles, with an extra charge 
(cod. JZMK01).

type BM
Aprile > type SM

20

23

2

2
2
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1

Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO

type AH

CLAY - Raw clay mixed with resin.

1. MDF medium density fibres board, with low formaldehyde emission (class E1, CARB P2 / 
TSCA Title VI certified).

2. Hand-spatulated clay layer.

 Colours: Hydra / Columbia / Pegaso / Lyra / Andromeda / Sirio / Ara

 HANDLE: compatible with exterior handles ONLY.

23

R= 2 mm

12

Feasible for: PROGRAMMA STANDARD - APRILE - APR60 - XILA - XO - HIDE PRO - HIDE



0.70 07/2024

1) Please always specify on the order the desired handle position: without info Boffi will consider standard position.
2) When using wide exterior handles on hinged door, please always check possible opening interferences.
3) With drawers, heavy-duty drawers, pull out and dishwashers, handles position is always centred on the door panel.

STANDARD POSITIONINGSERIES AND 
DIMENSIONS

MATERIAL AND COMPATIBILITY

G e n e r a l  t e c h n i c a l  i n f o r m a t i o n
STANDARD HANDLES
No extra charge.

220 / 370 / 520 / 820 / 1120 19

34

160 / 224 / 381 / 531 / 831= =

Extruded aluminium painted or anodised 
stainless steel finish.

Colours: matt white / matt black / stain-
less steel.

Compatible with fronts in: Easylak+ / 
Lasermat / Silcolak / Ecolak /Wood / Wood 
Selection / Clay / Easy Metals / Metals / 
Polyester / Steel / O_Steel / Corian® / Solid 
wood / Wood Exclusive

APRILE 2

40

40

40

Satin stainless steel.

Compatible with fronts in: Easylak+ / 
Lasermat / Silcolak / Ecolak /Wood / Wood 
Selection / Clay / Easy Metals / Metals / 
Polyester / Steel / O_Steel / Corian® / Solid 
wood / Wood Exclusive

PLEASE NOTE
Compatible ONLY with pull-out or 
hinged doors (except for the cases 
here indicated).

128 / 381 / 531 / 831

140 / 393 / 543 / 843 Ø12

35

GRAND CHEF

40

40

40

543
600450

393

Examples NOT compatible with hinged door

horizontal
centred - right - left

horizontal
centred - right - left

vertical
right - left

vertical
right - left

40

40

07/2024

L = Length
P = Depth
H = Height
Pr = Price code

23.20

H I D E  P R O
HANDLES - With extra charge

Side-recessing door and folding side-recessing door ALWAYS equipped with TIP-ON automatic push opening.
In addition, compatible handles can be installed. In this case the TIP-ON automatic push-opening mechanism is activated by pressing the handle.
Please add the specific price increase for each single handle required.
Exclusive positionings for HIDE PRO tall units. Please refer to the General Technical Information section for the other compatible handles.

SERIES AND DIMENSIONS STANDARD POSITIONING MATERIAL

GRIP / GRIP WOOD ONLY compatible with single door H 2130 / 
2340 / 2500 mm.

GRIP

Extruded aluminium, stainless steel / bronze 
/ black finish.

Colours: stainless steel / bronze.

GRIP WOOD

Solid U.S. Canaletto walnut.

Colour of shanks: steel.

2095
2305
2465

2109
2319
2479

2126
2336
2496

=

50 35

ø 25

=

Vertical, right or left

AMX

250

918

2126
2336

160

Black anodised extruded aluminium.

ONLY compatible with AMX single door H 
2130 / 2340 mm.

36,5

22

15

Vertical, right or left

TIP-ON

TIP-ON

Side-recessing door and folding side-recessing door ALWAYS 
equipped with TIP-ON automatic push opening.
In addition, compatible handles can be installed. In this case the TIP-ON automatic 
push-opening mechanism is activated by pressing the handle.

0.70 07/2024

1) Please always specify on the order the desired handle position: without info Boffi will consider standard position.
2) When using wide exterior handles on hinged door, please always check possible opening interferences.
3) With drawers, heavy-duty drawers, pull out and dishwashers, handles position is always centred on the door panel.

STANDARD POSITIONINGSERIES AND 
DIMENSIONS

MATERIAL AND COMPATIBILITY

G e n e r a l  t e c h n i c a l  i n f o r m a t i o n
STANDARD HANDLES
No extra charge.

220 / 370 / 520 / 820 / 1120 19

34

160 / 224 / 381 / 531 / 831= =

Extruded aluminium painted or anodised 
stainless steel finish.

Colours: matt white / matt black / stain-
less steel.

Compatible with fronts in: Easylak+ / 
Lasermat / Silcolak / Ecolak /Wood / Wood 
Selection / Clay / Easy Metals / Metals / 
Polyester / Steel / O_Steel / Corian® / Solid 
wood / Wood Exclusive

APRILE 2

40

40

40

Satin stainless steel.

Compatible with fronts in: Easylak+ / 
Lasermat / Silcolak / Ecolak /Wood / Wood 
Selection / Clay / Easy Metals / Metals / 
Polyester / Steel / O_Steel / Corian® / Solid 
wood / Wood Exclusive

PLEASE NOTE
Compatible ONLY with pull-out or 
hinged doors (except for the cases 
here indicated).

128 / 381 / 531 / 831

140 / 393 / 543 / 843 Ø12

35

GRAND CHEF

40

40

40

543
600450

393

Examples NOT compatible with hinged door

horizontal
centred - right - left

horizontal
centred - right - left

vertical
right - left

vertical
right - left

40

40


